
A-A

A

A

Di
es

e 
Ze

ich
nu

ng
 d

ar
f 
oh

ne
 u

ns
er

e 
sc

hr
ift

lic
he

 G
en

eh
mi
gu

ng
 w

ed
er

 v
er

vi
el
fä

lt
ig
t, 

no
ch

 D
rit

te
n 

zu
gä

ng
lic

h 
ge

ma
ch

t 
we

rd
en

.
(§
§ 
1.3

6.
-3

8 
de

s 
Ge

se
tz

es
 b

et
r.:
 D

as
 U

rh
eb

er
re

ch
t 
vo

n 
19
10
 u

nd
 B

GB
 §
§ 
82

3-
82

6)
Di
e 
Üb

er
la
ss

un
g 

di
es

er
 Z

ei
ch

nu
ng

 b
ed

eu
te

t 
ke

in
e 

Fr
ei
ga

be
 e

tw
a 

in
 ih

r 
en

th
al
te

ne
r

Er
fin

du
ng

en
. S
äm

tl
ich

e 
Re

ch
te

 g
em
äß

 §
 7

 A
bs

. 1
 P

at
en

tg
es

et
z 

bl
ei
be

n 
vo

rb
eh

al
te

n.

Drawn by

Checked by

Revision:

These drawings and specifications are the property of Franke 

Technology and Trademark Ltd. and may not be reproduced, copied, 

or transferred to any third party without the prior written permission of 

Franke Technology and Trademark Ltd., Hergiswil, Switzerland

file name

Rev. SheetFormat

Collection

Scale

Material

Replaced through

Replacement for

Originate from

Status

Remark

Drawing No.

Thickness

Weight 

Unit

Modified by

Department:

Shear size

Tolerance

Project

Keg DIN 50l

stapelbar / stackable

apilable

DIN 50l

0052-100115

 

BA  5438

ISO 2768 m

D

A3

mm

Library

OM007

 

SU004

30.11.2012

 

12.12.2013

 

 

 

1:5

1 

Sheets

1 

FRANKE Blefa GmbH

D-57223  Kreuztal

Switchboard: +49 2732 7770

E-Mail: info.blefa@franke.com

Internet: www.bc.franke.com

D

Modified by:

Date: 12.12.2013 SU004

Blasenmaterial geändert

28.01.2013Date:

Modified by:

BRevision:

 

OM007

Date:

Modified by:

ARevision:

 

Date:
Modified by:

Revision:

 

6
0
0

-

30
+

2
2
0


3

3
8
0


3

363

2 

115

3

1
4

-

02
+

5
7
0


2

5
4
1


2

2"x14tpi

4 Löcher 15x25 mm

4 holes 15x25 mm

4 aberturas 15x25 mm

4 Löcher 15x25 mm

4 holes 15x25 mm

4 aberturas 15x25 mm

Kopf- und Fußring

je 4 Löcher Ø5 mm

 

top and bottom collar

4 holes Ø5 mm

 

annillos sup./inf.

4 agujeros Ø5 mm

381

2 

360li.  

Volumen:               50 ± 0,25l

capacity

capacidad

  

Betriebsdruck:       3 bar

working pressure

presion de trabajo

 

Prüfdruck:              3,9 bar

test pressure

presion de prueba

 

Berstsicherung am Keg-Körper

safety device at keg body

Disco de rotura en el cuerpo del barril

323

-

2

0+ 

Beschriftung im Kopfring gemäß Spezifikation

lettering on top collar acc. to specification

Inscripciones en anillo sup. segun especificaciones

Muffe nach DIN 3542; andere Typen auf Wunsch

neck acc. to DIN 3542; other neck types optional

boca DIN 3542; otros tipos de bocas opcionales

Beschriftung im Oberboden

gemäß Spezifikation

 

Inscription on top dome

acc. to specifiaction

 

Inscripciones en domo superior

según especificaciones
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19
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Ø

s1

s2

s1

[ mm ]

s2

[ mm ]

s3

[ mm ]

Gewicht

 weight 

peso 

[kg±5%]

1,7 1,5 1,7 11,4

2,0 1,5 2,0 12,1

1,7 1,5 2,0 11,7

2,0 1,5 1,7 11,8


